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Important information on packaging and 
disposal 

 
Dear Customer (m/ f/ d), 
 

In order to optimally protect your DC compressor from mechanical stresses during transport, a two-stage modular packaging system has been 
developed. This system consists of a load carrier for freight forwarding and a cardboard box with a small wooden pallet. It consists of over 98% 
fully recyclable raw materials (wood, corrugated cardboard, steel) and achieves a recyclability of over 99%. 

In accordance with the requirements of the EU Packaging Regulation (PPWR), you as an end customer are 
obliged to professionally separate the packaging components and feed them into the appropriate recycling cycles 

from 12.08.2026. 

1 Manual packaging separation instructions 

 

When unpacking the DC compressor, please carry out the following steps to guarantee a material-clean sorting: 

1.  Loosen cohesive plastic 
protection 

Cut through the PP strapping. Pull off the tape manually as a closed unit together with the attached 
plastic locking clips and the edge protection corners. 

2.  Separating charge 
carriers 

Now you can remove the carton from the load carrier using the side flaps. 

3.  Peel off document 
pockets 

Peel off the two PE delivery note pockets from the outside of the cardboard sleeve. 

4.  Remove packing tape Remove the packing tape from the cardboard packaging. 

5.  Loosen the screw 
connection 

Completely unscrew the steel screws and washers with which the bottomless folding carton is fixed 
to the inner wooden special pallet. 

6.  Disconnect components: Lift the corrugated cardboard jacket upwards. 

7.  Separating the 
compressor 

Use a load-bearing surface (e.g. workbench) to place the compressor on the fan hood. Then the 
screw connections on the underside of the special size pallet can be loosened.  

2 Important safety and handling instructions 

 
 CAUTION 

High weight (20 – 25 kg) and compact center of gravity 

  ➢ to observe and implement the following security measures 

 

Heavy load / risk of tipping over The compressor has an unevenly distributed center of gravity. Manually secure the device against 
tipping over while releasing the transport lock 

Risk of injury due to spring 
tension 

Strapping straps under tension can snap back uncontrollably when cut. Wear safety goggles and 
safety gloves when cutting open. 

Sharp edges The galvanized steel screws, washers and the edges of the special wood pallet can be sharp-edged. 
Wear work gloves 

 

 CAUTION 

DO NOT tilt the compressor. 

Tilting and incorrect storage can cause property damage due to internal contamination with the compressor oil.  

  
➢ IF NECESSARY (POINT 7) ONLY PLACE ON THE FAN COVER. 
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Order of disassembly Leave the compressor rigidly bolted to the inner special wood pallet until it is in its final mounting 
position or attached to a suitable hoist. 

Ergonomics during lifting Use mechanical hoists or perform the lift with at least two people. 

3 Assignment for disposal 
Please dispose of the separated components of the transport packaging in the designated waste streams: 

Packaging Component Material Recycling code Disposal route Figure 

Module Sleeve 
WP Folding Box 475 x 375 x 
425 mm 

Corrugated cardboard PAP 20 Waste paper recycling / 
PPK bin 

 

Modular floor element 
special size pallet  
(473 x 373 x 64 mm) 

Solid wood FOR 50 Waste wood recycling 
(commercial waste) 

 

Screw Connection 
Various Screws + Washers 

Steel, galvanized FE 40 Metal scrap recycling 

 

  

Strapping unit  
(strapping, edge protection, 
clamps) 

Polypropylene / Plastic PP 05 Plastic recycling (yellow 
bin / recyclable material) 

 

 

 

 

 

 

 

 

 

 

Delivery note bags 
C6, red/ clear 

Polyethylene (LDPE) LDPE 04 Plastic recycling (yellow 
bin / recyclable material) 

 

Closure  
(packing tape) 

PP plastic PP 05 Residual Waste / 
Commercial Sorting Plant 

 

Basic load carriers A & B 
(INCA / pressed wood pallet) 

Wood-based materials 
/ pressed wood 

FOR 50 Waste wood containers 
(commercial recycling 
class A2) 

 

Basic load carrier D (Euro 
pool pallet) 

Solid wood FOR 50 No disposal! Valuable 
pool system / logistics 
exchange pool 

 

 

 

 NOTE – EURO PALLETS 
If your delivery was made on a used Euro pallet (1200 x 800 mm) with an EPAL/UIC brand stamp, please return it directly 
to the logistics cycle as part of the standardised pallet exchange pool. 

 


